
Vis-Co    Programs

1. Screws and Mixer,
2. Distributor of the die,
3. Mono to seven layer,
4. Thickness control of each layer.
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Vis-Co     - “M”

Screw mixer for high 
performances

R

Melt is pushed to the 
center so the melt is 

balance before to enter 
the filter

Melt goes to the center
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Our special Patent distributor channel 
allowed us perfect feeding of mono up 
to seven layer die's and either more 
layers.
The benefits are:
1.-Shortest melt path,
2.-Fast change over of the material,
3.-No dark points,
4.-Perfect feed of the spirals,
5.-Pressure balance from outside, to 

inside layer,
6.- Melt path from inside and outside 

layer to the exit is the same,
7.- Very compact through our comb 

system, 
8.-Regulation of each layer for thickness,

Vis-Co     - “D-1to7”R
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Vis-Co     - “D-3”R

All drawings in 3 d auto cad
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Vis-Co          Profile without  auto regulation
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Test from Vis-Co – “D3”
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Test from Vis-Co – “D3”



Our `Series “D – 1 to7” can work with the following materials:

PE-LD, PE-LLD, PE-HD, PE-MD, PE-mLLD, EVA, PP, PS, PA, EVOH
and any kind of Bonding materials.

Layer set up on request of the customer, for exampl e “D-7”:

PE-BO-PA-EVOH-PA-BO-PE or PP-PE-BO-EVOH-PA-BO-PE

Layer percent:

35%,5%,7%, 6%,7%,5%,35% or 10%,25%,5%,6%,8%,5%,41%
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Vis-Co
R



Vis-Co     - “D-7”
R
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250mm die size,

Die size range 200 –
500mm

Body outside approx. 
630mm, 

Body height approx. 
1000mm,
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Comb - style
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Vis-Co – “D,A 1-7”
R

Each layer can have his 
own thickness control


